
Heating Bath Circulators, Huber
 

Heating bath circulators are suitable for temperatures of up to 200°C or 300°C. The Com-
patible Control models have an infinitely adjustable pressure and suction pump. The pump 
pressure can be controlled with an optional pressure sensor. This for example protects 
your glass equipment from breaking. The units are preferably used for temperature control 
of externally connected applications. It is also possible to heat objects directly in the open 
heating bath.	  
Pilot ONE controller: user-friendly, many functions and easily exchangeable with plug-
and-play technology.	  
KISS controller: Economically priced and robust with all basic functions, for routine 
tasks.

Technical data:
Pump pressure max. (l/min / bar):  
CC-205B: 27 / 0.7
KISS-205B: 14 / 0.25
CC-304B – CC-315B: 25 / 0.7
Temp. stability acc. to DIN12876: 0.02 K (CC), 0.05 K (KISS)

1) forced external cooling necessary

  Type Temp. range 
°C

Bath vol. 
l

Bath 
depth 
mm

Heating 
cap. 
kW

Dimensions 
(W×H×D) 
mm

Order No.  

  CC-205B (-30)1) 45 – 200   5.0 150 2.0 178 × 337 × 355 10 59 62051  
  KISS 205B (-30)1) 45 – 200   5.0 150 2.0 178 × 337 × 355 10 59 62061  
�1 CC-304B (-20)1) 28 – 300   5.0 155 3.0 210 × 335 × 392 10 59 60304  
�2 CC-308B (-20)1) 28 – 300   8.5 155 3.0 242 × 404 × 392 10 59 60308  
�3 CC-315B (-20)1) 28 – 300 15 200 3.0/4.0 335 × 382 × 433 10 59 60315  
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